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投诉表 

公司  日期  

电邮  电话  

投诉类型 

 交货  包装  损坏  性能  外观 

产品 

 泵  阀门  配件  电动泵 

使用条件和 

使用的泵类型 

型号/ 代码                                                                 

数量  序列号  

工作压力[巴]  速度[转/分钟]  

流速[升/分钟]  功率[千瓦]  

喷嘴尺寸 

和数量 
 

电源类型 
 电动马达  柴油马达  汽油马达  液压马达 

注………………………………………………………………………………… 

连接类型 
 直接  联轴  联轴和 

法兰 

皮带和 

滑轮 

 万向节  减速机/ 

倍增器 

供水类型 
 水网 

（........巴） 

 水箱 

（........巴） 

 水槽 

（液压/排放 头…..... 米） 

 运河/井 

（高度差异 ……..米） 

调压阀 
否 是 阀门类型和压力设置 

[巴]:………………………………………………… 

安全阀 
否 是 阀门类型和压力设置 

[巴]:………………………………………………… 

过滤器 
否 是 过滤质量 

[µm]:…………………….……………………...… 

洗涤剂或 

化学产品 

否 是 

类型:……………………………………………….. 

泵送液体的类型 

 (pH, %,成分)   

 
温度 [°C] 

 

应用  

工作周期 

（启动和停止次数） 

 

工作周期 

（启动和停止次数） 

 

 连续 

24小时 

 0-2小时  2-5小时  5-15小时  15-30小时 

 

 30-45小时  45-

60小时 

 60-

120小时 

 120-

180小时 

 180-240小时 

注…………………………………………………………………..…………. 
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维护 

 

如果进行了维护，请指出更

换的部件名称以及工作多少

个小时后更换。 

[小时] 50 
100-
200 

200-
500 

500-
800 

800-
1000 

1000-
1200 

>1200 

 机油        

 密封件        

 ASP阀门        

 过滤器清洁        

损坏或故障说明 

 

请附上照片 

标示损坏的部件或发生故障的地方 

 

 

 联系人                                                                                                 

                                                                                                                            签名 
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	piston oring: Off
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	oil plug: Off
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